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(57) ABSTRACT

A door assembly includes an inner panel and an outer panel
that cooperate to define a door cavity therebetween and a
window frame that defines a window opening. The door
assembly further includes a division post defining a glass run
channel extending from the window opening into the door
cavity. A bracket member is rotatably connected to the divi-
sion post.
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1
AUTOMOTIVE GLASS CHANNEL AND
METHOD

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims the benefit of U.S. Provisional
Patent Application No. 61/844,614, filed Jul. 10, 2013, and
which is hereby incorporated by reference in its entirety.

TECHNICAL FIELD

This disclosure relates to glass run channels for vehicle
doors.

BACKGROUND

A vehicle door typically includes a window that is selec-
tively movable between an open position and a closed posi-
tion. In the closed position, the window completely obstructs
a window opening. In the open position, at least part of the
window opening is unobstructed. The door typically includes
glass run channels that guide the movement of the window
between the open and closed positions. More specifically, the
glass run channels restrict the fore/aft and inboard/outboard
movement of the window, while permitting up and down
movement between the open and closed positions.

SUMMARY

A door assembly includes an inner panel and an outer panel
that cooperate to define a door cavity therebetween and a
window frame that defines a window opening. The door
assembly further includes a division post defining a glass run
channel extending from the window opening into the door
cavity. A bracket member is rotatably connected to the divi-
sion post.

The bracket assembly facilitates the installation of the divi-
sion post in a vehicle door because the bracket member may
be rotated to a first position in which the bracket member is
generally parallel with the division post and a second position
in which the bracket member is generally perpendicular to the
division post; the first position of the bracket member reduces
interference between the bracket assembly and the inner
panel as the division post and bracket assembly are inserted
into the door cavity through the slot at the door’s belt line, and
the second position enables the bracket member to extend to
the inner panel for securing the division post once the division
post is in its installed position in the door.

A corresponding division post assembly and method are
also provided.

The above features and advantages and other features and
advantages of the present disclosure are readily apparent from
the following detailed description of the best modes for car-
rying out the disclosure when taken in connection with the
accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a schematic side view of a vehicle door including
a division post;

FIG. 2 is a schematic side view of the inner panel of the
vehicle door of FIG. 1;

FIG. 3 is a schematic, perspective view of a bracket mem-
ber connected to the division post in a first position;

FIG. 4 is a schematic, perspective view of the bracket
member of FIG. 3 in a second position; and
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2

FIG. 5 is a schematic, perspective view of an alternative
division post and bracket in accordance with the claims.

DETAILED DESCRIPTION

Referring to FIG. 1, a vehicle door 10 is schematically
depicted. The vehicle door 10 includes an outer panel 14 that
defines the exterior surface of the door 10. The outer panel 14
cooperates with an inner panel (shown at 18 in FIG. 2) to
define a window frame 22. The window frame 22 and the belt
line 26 of the door 10 define a window opening 30. The door
10 includes a window assembly 34 having a fixed window
pane 38 and a movable window 40. The fixed window pane 38
is fixed and is not movable with respect to the inner panel 18
and the outer panel 14, and, in the embodiment depicted,
obstructs the forward portion of the window opening 30. A
division post 42 separates the fixed window pane 38 and the
movable window 40.

Referring to FIGS. 1 and 2, the inner and outer panels 14,
18 cooperate to define a door cavity 46 therebetween and
below the belt line 26. The movable window 40 is movable
between a closed position, as shown in FIG. 1, in which the
movable window 40 cooperates with the fixed pane 38 to
obstruct the window opening 30, and an open position in
which the movable window 40 descends into the door cavity
46 and leaves at least some of the opening 30 unobstructed.

To guide the movement of the window 40 up and down
between the open and closed positions, the door 10 includes
two glass run channels; the division post 42 forms the entire
front glass run channel 50. It should be noted that, in the
embodiment depicted, the division post 42 includes a single
piece of material that extends from the lowest extent of the
channel 50 inside the door cavity 46, through the slot at the
belt line 26, across the window opening 30, to the window
frame 22.

In the embodiment depicted, the division post 42 is part of
apreassembled module 52 (i.e., preassembled prior to instal-
lation in the door 10) that includes the fixed window pane 38,
a frame and seal assembly 54 around the fixed pane 38, and a
mounting bracket assembly 58; however, the division post 42
may or may not be sub-assembled to the fixed pane 38 and the
frame and seal assembly 54 within the scope of the claims.
The mounting bracket assembly 58 includes a fixed portion,
i.e., a base member 62, that is mounted to the lower end of the
division post 42 such that the base member 62 is stationary
(i.e., non-rotatable) with respect to the division post 42.

Referring to FIGS. 3 and 4, the base member 62 includes a
base segment 68 that abuts the forward surface 66 of the
division post 42. The fixed portion also includes four stabi-
lizing legs 72, 74, 76, 78 that protrude from the base segment
68. The division post 42 includes an inboard surface 80 that is
generally perpendicular to the forward surface 66, an out-
board surface 82 that is also generally perpendicular to the
forward surface 66, and a rearward surface 84. The rearward
surface 84 defines the groove that functions as the glass run
channel 50; the forward edge of the window 40 is disposed
within the groove defined by the rearward surface 84, as
shown in FIG. 1.

Legs 72, 74 extend from the base segment 68 and contact
outboard surface 82. The terminal ends 86 of legs 72, 74
contact portions of rearward surface 84. Legs 76, 78 extend
from the base segment 68 and contact inboard surface 80. The
terminal ends 94 of legs 76, 78 contact portions of rearward
surface 84. Accordingly, legs 72, 74, 76, 78 prevent relative
movement of the base member 62 relative to the division post
42.
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The bracket assembly 58 also includes a movable portion,
i.e., bracket member 100, that is mounted with respect to the
division post 42 via the base member 62, and that is selec-
tively rotatable with respect to the base member 62 and the
division post 42 between a first, staged position (as shown in
FIG. 3) and a second, installed position (as shown in FIG. 4).
In the embodiment depicted, the bracket member 100 is
mounted with respect to the base member 62 via a pivot pin
(not shown). The bracket member 100 includes a generally
linear segment 104 and a nut segment 108 at one end of the
linear segment 104. The nut segment 108 defines an inter-
nally-threaded hole, i.e., first hole 112. The nut segment 108
may, alternatively, form a J-nut.

Referring specifically to FIG. 3, when the bracket member
100 is in the first, staged position, the generally linear seg-
ment 104 is generally parallel with the division post42. Along
its entire length, the generally linear segment 104 abuts, and/
oris injuxtaposition with, the forward surface 66 and the base
segment 68 of the base member 62. In the first, staged posi-
tion, the bracket assembly 58 is compact and minimizes
inboard/outboard packaging space, which facilitates installa-
tion of the fixed pane 38 to the window frame 22 by reducing
or eliminating interference between the bracket assembly 58
and the inner panel 18 belt structure (at belt line 26).

Referring specifically to FIG. 4, when the bracket member
100 is in the second, installed position, the linear segment 104
is rotated approximately ninety degrees from the first, staged
position, and is therefore generally perpendicular to the divi-
sion post 42. The nut segment 108 abuts the inner panel 18
such that the first hole 112 is aligned with a second hole
(shown at 116 in FIG. 3) in the inner panel 18. A threaded
fastener (not shown) such as a bolt is then driven through both
holes 112, 116 to secure the bracket assembly 58, and,
accordingly, the division post 42, to the inner panel 18. Any
other suitable type of fastener can be used, such as, but not
limited to, a screw, a U-nut, a nut thread, a rivet, or a clip.

The bracket member 100 includes two legs, namely first leg
120 and second leg 124, to limit rotation of the bracket mem-
ber 100 relative to the base member 62 and the division post
42. More specifically, legs 120, 124 extend from the generally
linear segment 104. Referring again to FIG. 3, when the
bracket member 100 is in the first, staged position, leg 120
contacts the outboard surface 82 of the division post 42, and
leg 124 contacts the inboard surface 80 of the division post 42.
Leg 120 is below the axis of rotation 128 of the bracket
member 100, whereas leg 124 is above the axis of rotation of
the bracket member 100.

Accordingly, interference between leg 120 and surface 82
and between leg 124 and surface 80 prevents rotation of the
bracket member 100 in a first rotational direction (i.e., such
that the nut segment 108 moves away from the inner panel
18). However, due to the offset of the legs 120, 124 from the
axis of rotation, there is no interference between the legs 120,
124 and surfaces 80, 82 that prevents rotation of the bracket
member 100 in a second rotational direction (opposite the
first direction) from the first, staged position.

As the bracket member 100 is rotated in the second rota-
tional direction from the first position toward the second
position, leg 120 moves out of contact with surface 82, and leg
124 moves out of contact with surface 80. However, and with
reference to FIG. 4, when the movable portion is in the second
position, leg 120 again contacts surface 82 and leg 124 again
contacts surface 80, thereby preventing further rotation of the
movable member 100 in the second rotational direction and
maintaining the movable member in the second position.
Each leg 120, 124 includes a respective tab 126 at their
respective ends. The tabs 126 are angled such that, when the
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bracket member 100 is in the second, installed position, each
tab 126 contacts rearward surface 84 of the division post 42.
Accordingly, the legs 120, 124 function as the primary reten-
tion features between the division post 42 and the bracket
member 100 of the bracket assembly 58.

The bracket assembly 58 thus enables the use of a single-
piece division post 42 that extends from the window frame 22
to the lower terminus of the glass run channel because the
bracket assembly 58 effectively connects the division post 42
to the inner panel 18 when the bracket member 100 is in the
second, installed position while also providing sufficient
maneuverability of the division post 42 within the door cavity
46 during installation of the fixed window pane 38 and frame
seal assembly 54 to the window frame 22 when the movable
member 100 is in the first, staged position.

More specifically, the bracket member 100 is in the first
position when the division post 42 and bracket assembly 58
are inserted into the door cavity through the relative narrow
slot formed between the inner panel 18 and the outer panel 14
at the belt line 26; the bracket member 100 being in the first
position enables the bracket assembly 58 to fit through the
relative narrow slot formed between the inner panel 18 and
the outer panel 14 at the belt line 26. The bracket member 100
is then moved to the second position to connect the division
post 42 to the inner panel 18. A continuous channel 50,
created by the full-length division post 42, may also aid
express glass operation and improve operator access to the
front of the door for electrical harness installation.

Referring to FIG. 5, wherein like reference numbers refer
to like components from FIGS. 1-4, an alternative division
post 142 and bracket member 200 are schematically depicted.
The division post 142 is substantially identical to the division
post shown at 42 in FIGS. 1-4, except for a hole 146 formed
by the forward surface 66. The bracket member 200 is sub-
stantially similar to the bracket member 100 of FIGS. 24
except that it is rotatably connected directly to the division
post 142 without an intervening base member (such as the one
shown at 62 in FIGS. 2-4). More specifically, the bracket
member 200 includes a generally cylindrical protrusion 150
that is snap-fit into the hole 146 and that acts as a pivot about
which the bracket member 200 is rotatable between its first
and second positions.

While the best modes for carrying out the disclosure have
been described in detail, those familiar with the art to which
this disclosure relates will recognize various alternative
designs and embodiments for practicing the disclosure within
the scope of the appended claims.

The invention claimed is:

1. A door assembly comprising:

an inner panel;

an outer panel;

the inner panel and the outer panel cooperating to define a
door cavity there between, and a window frame that
defines a window opening;

a division post defining a glass run channel extending from
the window opening into the door cavity;

a bracket member being directly connected to the division
post and rotatable with respect to the division post to a
final position; and

wherein the bracket member defines a first hole;

wherein the inner panel defines a second hole;

a fastener extending through the first and second holes.

2. The door assembly of claim 1,

wherein the first hole is aligned with the second hole.

3. The door assembly of claim 1, wherein the bracket
member is selectively rotatable with respect to the division
post about an axis of rotation between a first position in which
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the bracket member is substantially parallel with the division
post, and a second position in which the bracket member is
generally perpendicular to the division post.

4. The door assembly of claim 3, wherein the bracket
member is configured such that the bracket member is pre-
vented from moving in a first rotational direction when the
bracket member is in the first position; and

wherein the bracket member is configured such that the

bracket member is prevented from moving in a second
rotational direction when the bracket member is in the
second position.

5. The door assembly of claim 4, wherein the division post
has an inboard surface and an outboard surface;

wherein the bracket member includes a first leg and a

second leg;

wherein the first leg contacts the outboard surface of the

division post, and the second leg contacts the inboard
surface when the bracket member is in the first position.

6. The door assembly of claim 5, wherein the first leg is
below the axis of rotation and the second leg is above the axis
of rotation when the bracket member is in the first position.

7. A method comprising:

providing a division post having a bracket member rotat-

ably connected thereto for selective movement between
a first position in which the bracket member is generally
parallel with the division post, and a second position in
which the bracket member is generally perpendicular to
the division post;

inserting the division post between an inner panel and an

outer panel of adoor assembly ata window opening with
the bracket member in the first position; and

rotating the bracket member with respect to the division

post to the second position when the bracket member is
between the inner panel and the outer panel.
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8. The method of claim 7, wherein the bracket member
includes a nut segment that defines a first hole;
wherein the inner panel defines a second hole; and
wherein the first hole is aligned with the second hole when
the bracket member is rotated to the second position.
9. The method of claim 8, further comprising extending a
fastener though the first hole and the second hole to secure the
bracket member to the inner panel.
10. A division post assembly comprising:
a division post defining a glass run channel; and
a bracket member being rotatably connected to the division
post;
wherein the bracket member is selectively rotatable with
respect to the division post about an axis of rotation
between a first position in which the bracket member is
substantially parallel with the division post, and a sec-
ond position in which the bracket member is generally
perpendicular to the division post; wherein the division
post has a first surface and a second surface;
wherein the bracket member includes a first leg and a
second leg;
wherein the first leg contacts the first surface of the division
post, and the second leg contacts the second surface
when the bracket member is in the first position; and
wherein the first leg is on one side of the axis of rotation and
the second leg is on another side of the axis of rotation
when the bracket member is in the first position.
11. The division post assembly of claim 10, wherein the
division post defines a division post hole; and
wherein the bracket member defines a cylindrical protru-
sion that extends through the division post hole and
thereby acts as a pivot about which the bracket member
is rotatable with respect to the division post.
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